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GV
GV2 G

V2

• Type: ball valve GV 3 way
• Body: square
• Ball seats: from DN6 up to DN32
• Operating pressure: PN 500 - S6000
depending on valve size and seal materials selected
• Temp range: -20°C to +100°C
depending on seal material selected

CARBON STEEL 

GV2
2-WAY HIGH PRESSURE
BALL VALVES

GV2

GVS
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GV2 G1½ DN13 1 1 1 A1 B

G ¼
G 3⁄8
G ½
G ¾
G 1

G 1 ¼ R
G 1 ¼

N ¼
N 3⁄8
N ½
N ¾
N 1

N 1 ¼ R
N 1 ¼

SAE4
SAE6
SAE8
SAE12
SAE16

SAE20R
SAE20

DN6
DN10
DN13
DN20
DN25

S6000 1 1,0737 1 1,0737 1 1,0737 1 1,0737GV2 2-way

TYPE AND 
WAY OF 
VALVE

GAS DIN/
ISO 228 

BSP

NPT ANSI/
ASME 

B1.20.1 

SAE 
J1926-1

NOMINAL 
DIMENSION

ISO 6162 BODY 
MATERIAL

ADAPTER 
MATERIAL

STEM 
MATERIAL

BALL SEAT 
MATERIAL

BALL 
MATERIAL

ADAPTER 
AND STEM 

SEAL 
MATERIAL

 CARBON STEEL 

POM
PEEK*
PA612* 
GEMPTFE* 
PTFE*

A
D
G
K
C

NBR
FKM*
EPDM*
MVQ*

B
E
F
L

GV
GV2

DIN ISO 228 BSP
ANSI/ASME B1.20.1 NPT 
SAE J1926-1

*On request: • Reduced bore
• Special threads

• Pressure class up to PN50 Mpa
• Pressure class up to PN6000 Psi

• Locking device

 CARBON STEEL 

For further special requests please consult our technical/commercial service
G
V2
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Standard

Standard

Standard

GV2 DIN/ISO 228 BSP

GV2 ANSI/ASME B1.20.1 NPT

GV2 SAE J1926-1

GV
GV2 G

V2
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SAE 6000 ISO6162 COD62

 CARBON STEEL 

GV
GVS6

GV2 G1½ DN13 1 1 1 A1 B

G ¼
G 3⁄8
G ½
G ¾
G 1

G 1 ¼ R
G 1 ¼

N ¼
N 3⁄8
N ½
N ¾
N 1

N 1 ¼ R
N 1 ¼

SAE4
SAE6
SAE8
SAE12
SAE16

SAE20R
SAE20

DN6
DN10
DN13
DN20
DN25

S6000 1 1,0737 1 1,0737 1 1,0737 1 1,0737GV2 2-way

TYPE AND 
WAY OF 
VALVE

GAS DIN/
ISO 228 

BSP

NPT ANSI/
ASME 

B1.20.1 

SAE 
J1926-1

NOMINAL 
DIMENSION

ISO 6162 BODY 
MATERIAL

ADAPTER 
MATERIAL

STEM 
MATERIAL

BALL SEAT 
MATERIAL

BALL 
MATERIAL

ADAPTER 
AND STEM 

SEAL 
MATERIAL

 CARBON STEEL 

POM
PEEK*
PA612* 
GEMPTFE* 
PTFE*

A
D
G
K
C

NBR
FKM*
EPDM*
MVQ*

B
E
F
L

*On request: • Reduced bore
• Special threads

• Pressure class up to PN50 Mpa
• Pressure class up to PN6000 Psi

• Locking device

For further special requests please consult our technical/commercial service

G
V2
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GV
GVS6

Standard

GVS6 SAE 6000 ISO 6162 COD62

G
V2


